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New World Industries Inc.
Features & Specifications 

CA-101-1 Proportional Valve Controller

Features:

   Software selectable 1 dual (A/B) coil Driver  

   On-board configuration via PC or programming adapter 

1.    Input Range:    
           Voltage or 4-20ma current.

2.    Minimum Current:  
0 to 2000mA, Software adjustable

3.    Maximum Current:  
0 to 2950mA, Software adjustable

4.    Zero Setpoint:                  0 to 100%, Software adjustable

5.    Zero Deadband:    
0 to 100% of Input, Software adjustable

6.    Dither
Frequency

0 to 200 hz, Software adjustable
7.    Dither Amplitude

0 to 10% duty cycle, Software adjustable
8.  Up-Ramp Seconds:
0 to 10000mS, Software adjustable
9.  Down-Ramp Seconds:
0 to 10000mS, Software adjustable
10.  Rated Coil Current:
0 to 2950mA, Software adjustable
Electrical Specifications:

Power source: 



12vdc to 30vdc at 3.0 amps.

Signal Input (voltage}

0-5vdc or 0-10vdc max

Signal Input (current}

0 to 20ma. max.

Communications:

RS232 and or CAN

Auxillary voltage supply

4.8vdc @ 50ma max.



Potentiometer control
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